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144/430MHz FM DUAL HANDI-TRANSCEIVER

DJ-596
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Alinco’s new DJ-596 dual band transceiver
does so much, yet it's remarkably easy to use.

Full of advanced features, the DJ-596 offers simple programming and
operation, powerful output and the optional capability of adding digital
voice communications to your operations. CTCSS and DCS
encode+decode are standard, along with a variety of tone bursts for
repeater access or selective calling. The DTMF pad is standard and DTMF
sequences can be stored in autodial memories. Convenience features
include direct frequency input, alphanumeric channel labels and 100
memory channels that can each store up to 15 operating parameters.
A nickel metal-hydride (NiMH) battery is standard, adding power and
convenience. The DJ-596 looks simple, but remember, looks can be
deceiving! The DJ-596 places one of the world's most advanced
transceivers at your command,at ALINCO's affordable price!

B VHF/UHF TX/RX including cross-band split operation
B 100 memory channels, any mix of VHF/UHF

| Alphanumenc chan [ labels

M Direct frequency lﬂ u'lJ 4rom keypad

W Large backlit display and keypad

B CTCSS, DCS encode+decode

'I DTMF tones and autodtal memories

M Tone bursts .~ ~ -

B Three scan modes

H Theft Alarm feature

W Optional digital voice capability

B Wide and narrow FM TX/RX

B 12VDC direct input (5w output)

m High-power Ni-MH battery (4.5w output VHF/4w UHF)
B Busy Channel Lock Out

B Mosquito Repelling feature (experimental)
W External Terminal Control

B Wire cloning capability






