= Transmits on all HF Amateur Bands,
10 ~ 160 Meters SSB, CW, AM, FM

m General coverage receiver 500 KHz ~ 30 MHz, all modes
= 100 watts output SSB, CW and FM, 40 watts AM

= Smooth tuning of 10Hz steps

= Built-in speech compressor

= Front panel mounted speaker with loud, clear audio

= Front panel jacks for convenient connections of mic,
key, headphones and external speaker

= QRM/QRN reduction with IF shift, RF attenuator and
optional CW filter

= Full QSK, 7-step Semi Break-In operation or
Auto Break-In CW modes

m 100 memory channels, each stores mode, split,
frequency, AGC, RF attenuation or gain

m Computer control with optional ERW-4
® Two VFOs plus Memory operation mode

m Rear panel connectors for external amplifier, antenna,
power, computer control

Options

EDX-1 manual antenna tuner

EDX-2 auto antenna tuner

ERW-4 personal computer interface
EMS-14 desktop microphone

ED5-5 microphone extension cable
DM-340MV DC regulated power supply
EJ-33U Electronic Keyer

EJ-34U CTCSS Unit (50 Tones)

EJ-35U (W 500 Hz Filter
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The Affordable Desktop
HF Transceiver Is Here!
Alinco DX-77

Loaded with features
and packed with
performance!

Alinco, Amateur Radio’s Value Leader™,
has done the unbelievable. The DX-77 is
a design achievement that puts a new HF
desktop transceiver within your reach!
And this is no “bare bones” radio, nor is
it a converted “channelized” adaptation.
The DX-77 was designed from the
beginning to be a quality Amateur Radio,
full of features to enhance its
performance and your enjoyment. Get
ready for those great propagation days
ahead...get a DX-77!
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The DX-77 represents the
quality, performance and
value you've come to expect
from Alinco!
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